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1. Introduction

1-1.Overview
The setting application for DCC0241X is the controller DCC0241X-AZ (hereinafter referred to as
the controller).
Windows application that can be set up via serial communication (RS-232C).
Besides setting, setting data can be saved / read and settings can be obtained from the controller.

RS-232C

P ————\N

WindowsPC

DCC0241X-AZ
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2. Menu screen

This is the first screen displayed when the application is launched.
Transition from this screen to each screen.
You can also perform the following operations.

Create new setting data

Read setting data file

Save setting data file

Setting data acquisition from controller

& Setting application for DCC0241X New setting data - O X
¥ Setting application for DCC0241X @Nlm KOHKI
= 5 U
(© )= )= J(3x)
e N\ R
CH SETTING
N 7 Read Settings
( ) from Controller
CH PATTERN SETTING
k /
=5
s A
COMMON SETTING
. J _ J
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2-1. Display details

A Setting application for DECOR 1 MNew sefting data O o |

EW setting application for DCCO241X F2) MITTD KOHKI
[:EF:J[iég:][:ﬁz:]lEE?' .
® ® @ |
4 N [ N |
CH SETTING —® j
- -~ Read Settings
- ™
from Controller
CH PATTERN SETTING —®
,. | e
COMMON SETTING —@
\ S . S
5 | &% B3
New File Create new data (default value)
Open File Read the setting data from the file.
Save All Save the setting data to a file

Application Settings

Transition to the application setting screen.

CH SETTING

Transit to CH setting screen.

CH PATTERN SETTING

Transit to CH pattern setting screen.

COMMON SETTING

Read the setting data from the file.

CHSHSHSHCHENCHSH:

Read Settings from
Controller

Transit to the common setting screen.

Reading from controller...

CH Setting Reading 115/781
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3. CH setting screen

This screen sets the screw tightening conditions for each channel and sends them to the
controller.

Select the channel you want to set from the list, and set the screw tightening conditions in the
CH-specific setting column.

& Setting application for DCC0241X New setting data - O X
B CH SETTING O nrokoHK
U
=)
MEASUREMENT [ TIME | SIGNAL |
CH SELECT CH1 SETTINGS
CH1 NAME
CH2 - -
H3 1 |Fastening Type ( soFrt ][ HARD |
2 | Count 4
CH4
3 |Speed ( Lv5 -]
CHS5
4 | Torgue 10 %
CH6
5 | First Speed ( OFF -
CH7
6 |First Speed Time -
CH8 -
7 |Second Speed ( OFF M

(ALL CH WRITE -DH) WRITE =
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3-1. Display details

<

& Setting application for DCC0241X New setting data - O X
28 CH SETTING O nrokoHK
U
()
| e e e e e e s
MEASUREMENT TIME SIGNAL
{MEASUREMEN e JC SS9
CH SELECT @ CH1 SETTINGS @
T T NS
CH1 | NAME !
CH2 ! - 1
1|1 |Fastening Type ([ soFT | HARD ]~
CH3 ] - f
112 |Count 4 |
CH4 I .
| 1|3 |Speed | Lv5 -
CHS I '
i 14 |Torgue 10 % 1
CH6 I !
1|5 |First Speed | OFF -
CH7 | |
1|6 |First Speed Time - 0
CH8 1 1
1|7 |Second Speed | OFF MM
(ALL CH WRITE = )—@ WRITE =»EH H7)

No. Name Details
@ Back to Menu | Return to the menu screen.
®@ . Save configuration data to a file
Save File . . . . . ¥
If the setting is changed, the icon will change color to call attention. &
©) MEASUREMENT Select the method for measuring the set time such as First speed and second speed.
@ CH SETECT Displays a list of channels. Select the channel you want to set
® Set the CH name and screw tightening conditions for the selected channel.
The changed settings are displayed in bold font
CH SETTINGS If you move the mouse over the setting item name, an explanation will be displayed.
2 |Count 4
{ Set the screw count in a range from 1 to 99 {
3 | Speed [ Lv5 -
® Write the setting data of all channels to the controller.
The following screen is displayed during communication.
ALL CH WRITE Writing to Contoroller-..
||
CH Setting Writing 62/781
@ Sends the selected channel setting data to the controller.

WRITE

Writing to Contoroller...

CH Setting Writing 8/27

The following screen is displayed during communication.
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4. CH PATTERN setting screen

This is the screen to set each channel pattern (register channel combination) and send it to the
controller.
Select the channel pattern you want to set from the list, and set it in the CH pattern setting field.

& Setting application for DCC0241X New setting data - O X

8 CH PATTERN SETTING ) NITTO KOHKI

I

CH PATTERN SELECT CH PATTERN1 SETTING

Gl HAUTIER I NAME Move to

CH PATTERN2

CH PATTERN3 1] cHl [ CH1 ][ CH2 ][ CH3 ]| CH4 " CHS ]

CH PATTERN4 2 @{ CH6 ]{ CH7 }[ CH8 ][ CHO }[ cmo]

(H PATTERNS 13 | { CH11 ]{ CH12 }[ CH13 ][ CH14 ][ CH15 ]

E: Ei;ii:: 14| [ CH16 ][ CH17 ][ CH18 ” CH19 “ CH20 }

CH PATTERNG > -3 [ CH21 |[ CH22 ][ CH23 ]| CH24 “ CH25 }

6 -1

CH PATTERN9 . ) [ CH26 |[ cH27 ][ CH28 ]| CH29 “ CH30 }

(ALL Pat. WRITE = ) 8
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4 -1 . Display details

& Setting application for DCC0241X New setting data - O X
8 CH PATTERN SETTING @NITID KOHKI
U
ORI
CH PATTERN SELECTC?P CH PATTERN1 SETTING _@P _________________
CH PATTERN1 | NAME Move to LOOP -
CH PATTERN2 ' .
CH PATTERN3 11| cHi [ CH1 ][ CH2 ][ CH3 ]| CH4 " CHS ]:
CH PATTERN4 2 @[ CH6 ]{ CH7 }[ CH8 ][ CH9 ][ CH10 ]:
CH PATTERNS 16 {CH11]{CH12}[CH13][CH14][CH15F
CH PATTERNG 4 !
14| [ CH16 ][ CH17 }[ CH18 ]| CH19 “ CH20 }:
CH PATTERN7 s s [
CH PATTERNS i [CHle[CH22][CH23]|CH24J[CH25h
S cH26 | cH27 | cH2s | cH29 | cH30 |
CH PATTERN9 i . r@_[____H____%____"____J[____}:
(ALL Pat. wriTe g B LB __ ®
Name Details
Back to Menu Return to the menu screen.
. Save configuration data to a file. P
Save File -

If the setting is changed, the icon will change color to call attention.

A list of CH PATTERNS is displayed.

CH PATTERN SELECT
Select the channel pattern you want to set

® © 0o

Set the CH PATTERN name and channel registration of the selected channel
pattern and the destination to move to after completion.
If you move the mouse over a channel, the channel settings will be displayed.

" )

:H_EH? I chs I cho [«
CH PATTERN SETTINGS | ) i

(
(
SPEED : 5 -
(
(

JE TORQUE : 10 %

AUTO REVERSE : OFF

LED COLOR : OFF

ROTATION DIRECTION : Right

N — M T aa

* Registration of No. 1 is mandatory.

BF ¥ RN = DRET —Far bn—F~Fz LET,
WERIEFRREmEA R RS ET,

Writing to Contoroller...

ALL Pat. WRITE

CH PATTERN Setting Writing 15/30

BRPDOTF v NN G =V RET — S eary bun—F~kEFLET,
WETIE FREE AR RSN ET,

Writing to Contoroller...

WRITE

CH PATTERN Setting Writing 0/1
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4 -2 . CH PATTERN registration method
To register a CH PATTERN, select the channel list on the left side, and register it in the
No. 1 to No. 8 columns on the right side using the add button or drag and drop operation.

CHIC §-y&FR T —7ABHIIT T RsE) 5 g

M ‘

:[ CH1 H CH2 H CH3 " CH4 " CHS-]

! A/{ @ Select the channel to registe ]
1

1] cnt |
12| cH |l '[ cHe | cr7 | cre | cro | cHio i
! Gl sl 1c H12 | cri3 | crig | cHis ]:
! 4| o3 ! [ cHis EnE 19 | cr20 |y
= '@[ CH21 H CH22 H CH23 " CHza | oS )
G ™~~~ ® ClickAdd button |
A - 155 B CEN EE N
i i
D Select a line to add ]
CHIC §—u | D — D AEHITT ETEBBEE0EL -
T o G =T o (D Drag the channel to register
2| ot cHoN cH7 || crs | cHo | crio |
3| cH2 crid [CH12 " CH13 " CH14 " CH15 l
all I | Cpis | cr17 | cris | crio | crao |
Z Cﬂ: [ora1 | 22 | cra3 || cHza | cras |
| cr26 | cr27 || crzs || crzo | cHzo |
7
8
@ Drop on the line to add ]
Channel registrations cannot be made after a while.
It is automatically packed and registered.

Use the up and down buttons to change the order of the registered channels.
If you want to delete, use the delete button.

CHIE 322 #5 | D — ZABEHIIT TR EDEL | -
Move registration of selected line up ]
1] cra ENEAAEEET
2| o) e | cn7 | crs Je | crio Move regiration of selected line down ]
3| ch2 | cr11 | criptri3 | chasATHIs |
4| s C cH1z JerTs | cHio | crao |
Z cuarf T2z | chas | cHag Delete registration of selected row ]
. Co3 Crzs || cr2e || cHao |
8
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5. COMMON setting screen

This screen is used to make common controller settings and send them to the controller

& Setting application for DCC0241X New setting data - O X
B8 COMMON SETTING O nrokoHK
U

=)

CH Change Type [ CH PATTERN }Ir INPUT ]

Check Buzzer L OFF J ON )

Buzzer Volume [ 100% -

Fastening NG Check [ OFF )  ON |

LCD Backlight [ ofFF ][ on )

Manual Mode [ ofFF ][ on )

Reset Mode [ Both -|

Caution mode OFF

Torque Check Mode | OFF | ON J

Idling NG time OFF

( WRITE = |
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5-1. Display details

(=)@

& Setting application for DCC0241X New setting data - O X
EH COMMON SETTING ~) NITTO KOHKI

CH Change Type | CH PATTERN [ INPUT

Check Buzzer OFF j ON )

Buzzer Volume

100% -

LCD Backlight off JL__oN |

Manual Mode off ][ on )

!
[
Fastening NG Check | OFF ][  ON |
I
[
{

Reset Mode _ Both -
Caution mode OFF
Torque Check Mode | OFF )i ON J
Idling NG time OFF
I WRITE =»FH J—(:)
No. Name Details
@ Back to Menu Return to the menu screen.
® Save configuration data to a file
Save File If the setting is changed, the icon will change color to call
attention. %
® Make common settings for the controller.
COMMON SETTING The changed settings are displayed ?n b?ld font. .
If you move the mouse over the setting item name, an explanation
will be displayed
@ Send common setting data to the controller.

WRITE

The following screen is displayed during communication.

Writing to Contoroller...

Common Setting Writing 6/11

_12_
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6. Application setting screen

This screen is used to set communication settings with the controller and language settings.

& Setting application for DCC0241X New setting data - O x
£+ Application Settings G o kom
U
e N ™
COMMUNICATION SETTINGS LANGUAGE SETTING

Baud Rate 38400 bps -

Data Bits 8 bit

Parity None VERSION INFORMATION
Version Ver. 1.0.0.1

Stop Bits 1 bit

o

_13_
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6-1. Display details

£ Setting application for DCC0241X New setting data - o X
¥ Application Settings @NITDKOHKI
D) U
Comi D e 1 ( LANGUAC%\%EWING )
| Port '_"\C_OJE"".': language [Engish <]y (@ _J+(B)
: Baud Rate W” _____________ *
: Data Bits (st~ :
| Parity (Nome  ~ ! VERSION INFORMATION —®
:_St_c;p_ai_ts____ﬁ: Version Ver. 1.0.0.1
i B ) |
No. | Name Details
@D | Back to Menu Return to the menu screen.
@ | COMMUNICATION Set the communication with the controller (RS-232C).
SETTINGS * Do not change the port other than the communication port except in special cases
Register Save the communication settings.
COMMUNICATION If you change the setting, the icon will change color to alert you. O
SETTINGS
@ | LANGUAGE SETTING Set the display language for Japanese / English.
® | Register Save the language settings.
LANGUAGE SETTING If the setting is changed, the icon will change color to call attention. o
VERSION INFORMATION | Displays the version of this application.

_14_




